
 
 
 

 
 
 
 
 

 

 
 
 
 
 

Questions regarding the nature of the agenda items or more detail on the agenda items listed above scheduled to be considered by the governmental 
body listed above can be directed to Zeke Jackson, Village Administrator at 920-854-4118 or at zeke.jackson@sisterbaywi.gov.  

It is possible that members of and possibly a quorum of members of other governmental bodies of the municipality may be in attendance at the above-
stated meeting to gather information; no action will be taken by any governmental body at the above-stated meeting other than the governmental body 
specifically referred to above in this notice. Upon reasonable notice, a good faith effort will be made to accommodate the needs of disabled 
individuals through sign language interpreters or other auxiliary aid at no cost to the individual to participate in public meetings. Due to the difficulty in 
finding interpreters, requests should be made as far in advance as possible preferably a minimum of 48 hours. For additional information or to request 
this service, contact the Sister Bay Village Administrator at 854-4118, (FAX) 854-9637, or by writing to the Village Administrator at the Village 
Administration Building, 2383 Maple Drive, PO Box 769, Sister Bay, WI 54234. Copies of reports and other supporting documentation are available 
for review at the Village Administration Building during operating hours. (8 a.m. – 4 p.m. weekdays). 

I hereby certify that I have posted a copy of this agenda at the following locations: 

  □ Administration Building                   □ Library                       □ Post Office 

___________________________________________ / ___________________ 

Name                  Date 
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From: Jared G. Schmidt
To: Zeke Jackson
Subject: RE: Canterbury Rd.
Date: Thursday, July 31, 2014 4:01:25 PM

We just discussed a number, that was likely a wild guess.  Assuming lowering the road
 approximately 1-foot across the two properties.
 
I am guessing it is going to be +/-$10,000 - $20,000 plus the effort to lower the watermain in this
 section that may be needed to ensure proper cover.  If additional blasting of rock is needed
 lowering the watermain could easily add another $15,000 - $20,000.
 
If we are serious about exploring this I would like to determine actual limits of modification then
 put a bit more effort into estimating, including talking to the contractor. 
 
Hopefully this helps a bit.  Let me know if additional effort is desired. Jared
 
Jared Schmidt, P.E.
Civil/Municipal Engineering Manager
Robert E. Lee & Associates, Inc.
1250 Centennial Centre Boulevard
Hobart, WI 54155
 
Office: (920) 662-9641          Direct Office: (920) 544-4487
Mobile: (920) 883-1137        Email: jschmidt@releeinc.com
 
From: Zeke Jackson [mailto:Zeke.Jackson@sisterbaywi.gov] 
Sent: Thursday, July 31, 2014 3:55 PM
To: Jared G. Schmidt
Subject: Canterbury Rd.
 
Jared,
 
Would you send me the figure on relaying the base on Canterbury?  I don’t recall what that was….
 
Thanks,
 
Zeke Jackson
Village Administrator
Village of Sister Bay, WI
920-854-4118
 
Open Meetings Disclaimer: The email above contains the thoughts, opinions, and commentary of the author alone. It is intended as a
 one-way transmission of a thought, idea, or information related to my role as a municipal official or issues within the municipality, but
 is not intended to serve as an invitation for reply, rebuttal, discussion, debate or responsive commentary. Please do not respond to this
 email, unless specifically requested to do so above, as it is the author's intention to utilize the informality and convenience of this
 electronic message while simultaneously avoiding any and all violations of the Wisconsin Open Meeting Law contained in Section 19.81
 of the Wisconsin Statutes or elsewhere within Wisconsin law, as applicable to this municipality as described in 66 Op. Attorney General

23
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 237 (1977). Specifically, there is no intention on the part of the author to engage in or foster any governmental business as defined in
 State ex. rel. Newspapers v. Showers, 398 N.W.2d 154 (Wis.1987). You are specifically requested to refrain from forwarding or replying
 to all with regard to its contents, so as to avoid the possible walking quorum proscriptions, including those considered in State ex. rel.
 Lynch v. Conta 239 N.W.2d 313 (Wis. 1976). It is the author's motive and intent to comply with the overriding policy of the open
 meeting law - to ensure public access to information about governmental affairs.
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LuMInAIrE DESIGn
• the luminaire shall be a modern replica of a popularly
styled octagonal fixture, available with (a) or without
(B) decorative spikes. 
• the MS805a LeD luminaire shall be 17½” (19”on the
diagonal) and 38” tall (with 3” tenon).  the MS805B LeD
luminaire shall be 16” (17”on the diagonal) and 38” tall
(with 3” tenon).
• the luminaire shall be appointed with a cast aluminum
6 ½” decorative spiked finial. 
• the luminaire shall have LeD light sources with roof
mounted, downlighting optics. 
• the luminaire shall be supplied with line-ground, 
line-neutral and neutral-ground electrical surge protec-
tion in accordance with ieee/anSi c62.41.2 guidelines.
• the luminaire shall be U.L. or e.t.L. listed in the U.S.
and canada.

PoST FITTEr
• the fitter shall be heavy wall cast aluminum for high
tensile strength.
• the fitter shall have an inside diameter opening to attach 
to a 3”, 4”, 5”, 6”or 7” pole or tenon.
• When ordered with a Sternberg pole, the fitter shall be 
attached by set-screw to the pole top or tenon.

DrIvEr 
• the LeD driver shall be securely mounted inside the fitter, for optimized performance 
and longevity.
• the LeD driver shall be supplied with a quick-disconnect electrical connector on the 
power supply, providing easy power connections and fixture installation.

LIGHT SourcES
• the luminaire shall use high output, high brightness LeDs.
• the LeDs shall be mounted in arrays, on printed circuit boards designed to maximize 
heat transfer to the heat sink surface.
• the LeD arrays shall be roof mounted to minimize up-light.
• the LeDs shall be attached to the printed circuit board with not less than 90% pure 
silver to insure optimal electrical and thermal conductivity.
• the LeDs and printed circuit boards shall be protected from moisture and corrosion 
by a conformal coating of 1 to 3 mils.
• the LeDs and printed circuit board construction shall be environmentally friendly 
and 100% recyclable.  they shall not contain lead, mercury or any other hazardous substances
and shall be RoHS compliant.
• the LeD life rating data shall be determined in accordance with ieSna  LM-80.

MS805A / MS805B LED MAIN STREET          SpecificationS

LIST NO.
MS805A LED/
MS805B LED
MAIN STREET
SERIES 

MS805ALED

(Continued on next page)

LED Lighting Lantern Fixtures
18-743

Cast 
Aluminum
Spiked Finial

Available
With or
Without Spikes

LED Roof -
Mounted
Optics 

Eight Sided 
Cage

7-14

EPA = 2.46 (ft2)
WEIGHT = 55 LBS
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MS805A / MS805B LED MAIN STREET        SpecificationS

LIST NO.
MS805A LED /
MS805B LED
MAIN STREET
SERIES 

oPTIcS
• the luminaire shall be provided with individual, acrylic, refractor type optics applied 
to each LeD.
• the luminaire shall provide type ___ (2, 3, 3R, 4 or 5) light distribution per the ieSna 
classifications. testing shall be done in accordance with ieSna LM-79-08.
• *frosted Glass Hurricane chimney (fHc) is an option which adds an authentic touch.
• *House Side Shield (HSS) is an option which will block up to 120° of light in any one
direction.

PErForMAncE
• the LeD arrays are built in series-parallel circuits which maintain overall light output
in the event of single LeD failures.
• the LeDs and LeD driver shall operate over a -40°c (-40°f) to +50°c (122°f) ambi-
ent air temperature range.
• the High performance white LeDs will have a life expectancy of approximately 70,000
hours with not less than 70% of original brightness (lumen maintenance), rated at 25°c.
•  the High Brightness, High output LeD's shall be 4500K (2700K or 3500K option)
color temperature with a minimum of 70 cRi.
• the luminaire shall have a minimum ______ (see table) delivered initial lumen rating
when operated at steady state with  an average ambient temperature of 25°c (77°f).

LED Lighting Lantern Fixtures
18-743A

  

  

555 Lawrence Ave. Roselle, IL 60172 • 847-588-3400 • Fax 847-588-3440
www.sternberglighting.com               Email: info@sternberglighting.com

  

  

7-14

ELEcTronIc DrIvErS
• the driver shall be U.L. or e.t.L. Recognized.
• the driver shall have overload as well as short circuit protection.
•  the driver shall be a Dc voltage output, constant current design, 50/60HZ.

Light Source T2

Initial
Lumens/
Watt T3

Initial
Lumens/
Watt T3R

Initial
Lumens/
Watt T4

Initial
Lumens/
Watt T5

Initial
Lumens/
Watt Watts

1RND27T2-MD_03-CA 1930 60.3 1920 60.0 2000 62.5 1975 61.7 2110 65.9 32

1RND35T2-MD_03-CA 2205 68.9 2185 68.3 2280 71.3 2255 70.5 2405 75.2 32

1RND45T2-MD_03-CA 2350 73.4 2330 72.8 2430 75.9 2405 75.2 2560 80.0 32

4ARC27T2-MD_03-CA 3730 56.5 3825 58.0 3860 58.5 3885 58.9 3970 60.2 66

4ARC35T2-MD_03-CA 4250 64.4 4365 66.1 4405 66.7 4430 67.1 4525 68.6 66

4ARC45T2-MD_03-CA 4530 68.6 4650 70.5 4695 71.1 4725 71.6 4825 73.1 66

4A1R27T2-MD_03-CA 5430 57.8 5650 60.1 5515 58.7 5500 58.5 5985 63.7 94

4A1R35T2-MD_03-CA 6190 65.9 6440 68.5 6290 66.9 6275 66.8 6825 72.6 94

4A1R45T2-MD_03-CA 6600 70.2 6865 73.0 6705 71.3 6685 71.1 7270 77.3 94

4A1R27T2-MD_05-CA 7505 52.9 7580 53.4 7600 53.5 7615 53.6 8205 57.8 142

4A1R35T2-MD_05-CA 8560 60.3 8645 60.9 8665 61.0 8685 61.2 9355 65.9 142

4A1R45T2-MD_05-CA 9120 64.2 9215 64.9 9235 65.0 9255 65.2 9965 70.2 142

32



MS805A / MS805B LED MAIN STREET   SpecificationS

LIST NO.
MS805A LED /
MS805B LED
MAIN STREET
SERIES 

LED Lighting Lantern Fixtures
18-743B

  

  

•  the driver shall have a minimum efficiency of 88%.
•  the driver shall be rated at full load with tHD<20% and a power factor of greater than 0.90. 
•  the driver shall contain over-heat protection which reduces output to less than half 
rating if the case temperature reaches 85°c.

LuMInAIrE HouSInG
•  the luminaire shall be made of heavy wall cast aluminum alloy.
•  the luminaire shall be provided with a cast aluminum roof with optimized heat sinks to
provide maximum life and performance for the LeD light sources.
•  the lens panels shall be made of vandal resistant, clear seeded acrylic (cSa). available 
in optional clear textured acrylic (cta), clear acrylic (ca), flat frosted acrylic (SV2) or flat
diffused (SV1). 

ArMS
•  the arms shall be cast aluminum and/or extruded aluminum.
•  arms with decorative filigree shall have meticulously detailed scroll work and gracefully
curved brackets.
•  the arms shall be pre-wired for ease of installation.
•  the arms shall be bolted to a post mount adaptor which is welded to the pole to ensure
proper alignment to the base.
•  (twin ta and twin 579 arms)  the arms shall be attached to a decorative center hub 
which will fit the center tenon of the pole (not shown).

PHoTocELL oPTIonS
Electronic cell option
•  photocells shall be electronic button type.
•  on single post-top fixtures, the photocell shall be mounted in the fitter and pre-wired to the
driver.
•  on multiple head fixtures, photocells shall be mounted in the pole shaft, on an access
plate.
the photocell is not pre-wired since drivers are mounted in the fitters and packaged separately. 
•  the photocell is instant-on at 1.5 foot-candles and turns off 5-10 seconds at 2-3 
footcandles. 
•  the photocell is 120-277 volt.

555 Lawrence Ave. Roselle, IL 60172 • 847-588-3400 • Fax 847-588-3440
www.sternberglighting.com               Email: info@sternberglighting.com
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MS805A / MS805B LED MAIN STREET  SpecificationS

LIST NO.
MS805A LED /
MS805B LED
MAIN STREET
SERIES 

LED Lighting Lantern Fixtures
18-743C

  

  

FInISH
•  prior to coating, the luminaire shall be chemically cleaned and etched in a 5-stage washing
system which includes alkaline cleaning, rinsing, phosphoric etching, reverse-osmosis water 
rinsing and non-chrome sealing to ensure corrosion resistance and excellent adhesion for the 
finish coat.
•  the finish coat shall be an electrostatically applied semi-gloss, super durable polyester 
powder coat, baked on at 400°f, to provide a durable, color retentive finish.
• *the optional _________ (Verde Green or Swedish iron) finish shall be hand-brushed using 
a 3-step process.    

WArrAnTy
• LeD Systems and Drivers - 7 years. 
• all fixtures shall be free from all defects in materials and workmanship for a period of 7 years
from the date of manufacture. 
• the luminaire manufacturer shall warrant the LeD boards/ system, during the stated warranty
period, against failure defined as more than 10 percent of non-operating LeDs.

555 Lawrence Ave. Roselle, IL 60172 • 847-588-3400 • Fax 847-588-3440
www.sternberglighting.com               Email: info@sternberglighting.com
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MS805A / MS805B LED MAIN ST.    acoRnS / fitteRS /aRMS pM -WB

18-743D

FIXTurES  

FITTErS 

ArMS - PoST MounT (PM) or WALL BrAcKETS (WB)                  See Arms Section for more information  

/7
Fits 7” poles 
or tenons

BD/4
Fits 4” poles 
or tenons

/6
Fits 6” poles 
or tenons

6”5”

MS805BLED
Without Spikes

TAScr 579
480

(480D Downswept Arm)

6236 55L478 TA
PIEr BASE MounT

16 1/2”

16 1/2”

191/4”

15 5/8”

121/ 4”

18 3/4”

15 ” 15 1/4”

16 1/8”

17 3/4”

16 1/2”
21 3/8”

111/4”

478TS

16 1/8”

17”

450PB

LEnSES

38” 38”

16 1/2”

BD/5
Fits 5” poles 
or tenons

10 1/2”

3 3/ 4”

MS805ALED
With Spikes

171/2” W                                       16” W                                         17 1/2” W

cSA
Clear
Seeded
Acrylic
(Standard)

cTA
Clear

Textured
Acrylic

Sv2
Flat

Frosted
Acrylic

cA
Clear 
Acrylic

MS805ALED
Hanging Version

34”

Sv1
Flat 

Diffused 
Lens 

HS-HB*

Horizontal
8 1/4” W x
10 5/8” H

HS-v*

Vertical
4”W x
4 7/8” H

HS Hangstraights

7 -14

/3
Fits 3” poles 
or tenons and
arms below

5”
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FIXTurES
• MS805ALED
•  MS805BLED

LEnSES
•  CSA
•  CTA
•  SV1
•  SV2
•  CA

FITTErS
•  3
•  BD4
•  BD5
•  6
•  7

DrIvErS
•  MDL - 
Dimming
120-277

•  MDH - 
Dimming
347-480

oPTIonS
•  PEC  Photocell - Electronic 120-277 Volt
•  FHD  Dual Fuse and Holder 
•  PF per arm  Pineapple Finial or Font (for TA, TASCR)
•  BF per arm  Ball Finial or Font (for TA, TASCR)
• HS-V  Vertical Hangstraight 
• HS-HB  Horizontal Hangstraight - Ball Finial
• HS-HS  Horizontal Hangstraight - Spike Finial
• HS-HN  Horizontal Hangstraight - No Finial

PoST ArMS
•  478PM
•  478TS
•  480PM
•  480DPM
•  6236PM
•  579PT
•  TAPT
•  TASCRPT
•  BAPT

WALL 
BrAcKET
ArMS
•  478WB
•  478TSWB
•  480WB
•  480DWB
•  55LWB
•  6236WB
•  579WB
•  TAWB
•  TASCRWB

PIEr BASE
• 450PB

BUiLDinG a paRt nUMBeR 

PIEr FIXTurES
Uses same information
boxes as wall fixture

MS805ALED/3/450PB

PoST & ArM FIXTurES    

FIXTurE / FITTEr / PIEr BASE

PArT nuMBEr SELEcTIonS

LED Lighting Lantern Fixtures
18-743E

555 Lawrence Ave. Roselle, IL 60172 • 847-588-3400 • Fax 847-588-3440
www.sternberglighting.com               Email: info@sternberglighting.com
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STAnDArD FInISHES*
• BKT Black Textured
• WHT White Textured
• PGT Park Green

Textured
• ABZTArchitectural

Medium 
Bronze Textured

• DBT Dark Bronze
Textured

*Smooth Finishes are available upon request

cuSToM FInISHES 
• OI Old Iron
• RT Rust
• WBR Weathered Brown
• CD Cedar
• WBK Weathered Black
• TT Two Tone

STErnBErG SELEcT 
FInISHES 
• VG Verde Green
• SI Swedish Iron
• OWGT World Gray

Textured

LIGHT SOURCE DRIVER OPTIONS LENS FINISH

FIXT. / FITTER /WALL BRACKET LED COLOR TYPE

MS805ALED/3/480WB 4A1R 45 T3 MH CA BKT

ARM MOUNTED FIXTURE
CENTER

POST TOP FIXTURE
(PT)

POST
POST
CAP

LIGHT SOURCE DRIVER OPTIONS LENS FINISH

NO. OF
ARMS

FIXT./FITTER/POST ARM FIXTURE/FITTER (See Post Section) LED COLOR TYPE

2 MS805ALED/3/478PM MS805ALED/3 3412FP4 4A1R 45 T5 MH PEC CTA BKT

WALL FIXTurES    

LIGHT SourcES*

*Consult factory for other color
temperatures

LED
COLOR
TEMP. (K)

TYPE

4A1R
4ARC
1RND

45(00)
35(00)
27(00)

T2
T3
T3R
T4
T5
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6200 OXFORD SERIES                SPECIFICATIONS

Ornamental Poles

27”

18”

STREET SIDE

**See installation template for exact door position.
Bolt circle dimensions may change on taller poles.Indicate the type of shaft needed (above) 

*For candy cane poles insert          AG ft  (feet - above grade height).  See diagram on reverse side.    †Tenon not supplied if fixture or arm slips shaft O.D.

Cast Aluminum-Extruded Poles              18” Diameter Base x 27” High

GENERAL
The ____ ft tall* decorative post shall be aluminum, one-piece construc-
tion.  The 18” diameter cast aluminum fluted base shall be constructed
with a ____ inch diameter aluminum shaft.  The model shall be Sternberg
Lighting Number #6200 or #6200R for candy cane poles.  The pole shall
be U.L. or E.T.L. listed in U.S. and Canada.               
CONSTRUCTION
The base shall be designed with sixteen long curved flutes which grace-
fully slope to a decorative scalloped ring and be made of heavy wall, 
356 alloy cast aluminum.  It shall have a 1” thick floor cast as an inte-
gral part of the base.  
____ The smooth tapered shaft shall be made of ASTM 6063 extruded
aluminum and tempered to a T6 condition.        
____ The smooth straight shaft shall be made of ASTM 6063 extruded
aluminum and tempered to a T6 condition.  
____ The straight fluted shaft shall be made of ASTM 6061extruded
aluminumand tempered to a T6 condition.  It shall have a decorative 
fluted 3” O.D. tenon.         
____ The cast tapered fluted shaft shall be made of heavy wall, 356
alloy cast aluminum.         
____  The extruded tapered fluted shaft shall be made of ASTM 6063
extruded aluminum and tempered to a T6 condition.           
____ The tapered octagonal shaft shall be made of heavy wall, 356
alloy cast aluminum   The shaft shall be double circumferentially 
welded internally and externally to the base for added strength.     
INSTALLATION
Four 3/4” diameter, hot-dipped galvanized “L” type anchor bolts shall be
provided with the post for anchorage.  A door shall be provided for wiring
and anchor bolt access.  It shall be secured with tamper proof, stainless
steel hardware.  Post will be provided with a grounding stud mounted on
the base floor opposite the access door. 

14” DIA.
BOLT

CENTER
LINE

ACCESS DOOR **

NOTE: 
20' and taller
poles available
with clamshell
or slip over
bases.

5” - 3” OD
62 _ _ ’T5
10’ 12’ 14’

16’ 18’ 

SMOOTH 
TAPERED

SHAFT 

† P5 SMOOTH
STRAIGHT

SHAFT 
AVAILABLE

6”- 3” OD
62 _ _ ’T6
10’ 12’ 14’ 

16’ 18’ 

SMOOTH 
TAPERED 

SHAFT  

† P6 SMOOTH
STRAIGHT

SHAFT 
AVAILABLE

5” OD
62 _ _ ’FP5

10’ 12’ 14’ 
16’ 18’ 

†STRAIGHT
FLUTED
SHAFT

6” OD
62 _ _ ’FP6

10’ 12’ 14’ 
16’ 18’ 

†STRAIGHT
FLUTED
SHAFT

6”- 3” OD
62 _ _ ’TFP6

10’ 12’ 14’ 

TAPERED
FLUTED
SHAFT

6”- 4” OD
62 _ _ ’ETFP6

12’ 14’
16’ 18’ 

TAPERED
FLUTED
SHAFT

9-539

11-13
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GFI -  Ground Fault Interrupter
mounts in the pole

GFB - Ground Fault Breaker 
inside base 

FH - Flag Pole Holder          
mounts on the pole

SBA - Single Banner Arm 
mounts on the pole

DBA - Double Banner Arms 
mount on same side 
of the pole

SBAR-Single Banner Arm          
and Ring   

DSPA- Double Stepped Planter  
Arms mount on either side

DHPA- Double Hooked Planter    
Arms mount on either side 

PA478 -Decorative Planter Arms 
with planter rings  

.

.

PCD - Photo Control mounts 
on door on pole

SH - Speaker Hub for 
mounting speaker,
floodlight or signal

SB - Sign Bracket mounts 
on pole to hold signs

WHK - Wreath Hook mounts 
on pole to hold  
decorations

6200 OXFORD SERIES     POSTS / OPTIONS / POST CAPS

BK 62         16 FP5 FHBCC

MODEL / HEIGHT / SHAFT POST CAP  OPTIONS     FINISH
CENTER              

BUILDING A PART NUMBER 

POST 
CENTER
CAP 
(If Required)
• BCC       
• FCC       
• SCC
• TFCC
• SSCC

Straight Poles Candy Cane Poles
MODEL/ HEIGHT / SHAFT   HEIGHT OPTIONS         FINISH

ABOVE GRADE           

62          00         RT5  — 18 AG BK 

Part Number Selections
MODEL
• 62

Part Number Selections

ABOVE
GRADE
HEIGHT

HEIGHT

SHAFT†
• RT5:  5”-3” Tapered Smooth
• RT6:  6”-3” Tapered Smooth
• RP5:        5”  Straight Smooth
• RP6:        6”  Straight Smooth
• RFP5:      5” Straight Fluted
• RFP6:      6” Straight Fluted
• RTFP6:  6”-3” Tapered Fluted**
**Available in 11’, 13’, 15, AG

MODEL  
• 62 

FP5 - 5”    FP6- 6” 

T5 -5”- 3” T6 - 6”- 3”  

SHAFT†
• T5:        5”-3” Tapered Smooth
• T6:        6”-3” Tapered Smooth
• P5:       5” Straight Smooth
• P6:       6” Straight Smooth
• FP5:        5”  Straight Fluted
• FP6:        6”  Straight Fluted
• TFP6:    6”-3” Tapered Fluted
• ETFP6:  6”-4” Tapered Fluted

HEIGHT  
• 00    

HEIGHT  
• 08’ 
• 10’
• 12’
• 14’
• 16’’
• 18’

• 08’  AG       
• 10’ AG       
• 12’ AG
• 13’  AG
• 14’ AG       
• 16’  AG
• 18’  AG

ETFP6 -6”-4”  

TFP6 - 6”- 3”

ABOVE 
GRADE

† See first page for height restriction.

9-540

SCC -  
Spiked Center Cap

POST CENTER CAPS (If Required)

SSCC-
Side Spiked Center Cap         

OPTIONS AVAILABLE                                             See Accessories Section for more options and information

FCC -
Finial Center Cap

TFCC -
Tall Finial Center Cap

BCC - 
Ball Center Cap

OPTIONS AVAILABLE
• GFI
• GFB
• FH 
• SBA
• DBA         

• SBAR 
• DSPA
• DHPA
• PA478

• PCD
• SH 
• SB
• WHK

• DB Direct Burial  • HB Helix Burial
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www.sternberglighting.com               Email: info@sternberglighting.com
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STANDARD FINISHES*
• BKT Black Textured
• WHT White Textured
• PGT Park Green Textured
• ABZT Architectural Medium 

Bronze Textured
• DBT Dark Bronze Textured
*Smooth Finishes are available upon request

CUSTOM FINISHES
• OI Old Iron

• RT Rust
• WBR Weathered Brown
• CD Cedar
• WBK Weathered Black
• TT Two Tone

STERNBERG SELECT 
FINISHES 
• VG Verde Green
• SI Swedish Iron
• OWGT Old World Gray Textured

38
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